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Lighting Features pm n I (

Powerlink lighting tower are widely used in outdoor activities, road construction, Power Syst@ams

MAKE THE DAY LONGER construction sites, industrial, mining, film and television shooting, leasing, emergency . \ i

rescue and so on. Spacious maintenance door for daily maintenance operation.

s Powerlink lighting tower uses special design to reduce noise, the lowest noise value is
up to 62dBA@7/m ;

s Suitable for all kinds of environments that require noise value ;

s Lamp car design specialty, the unit is equipped with automatic sound control alarm

system, high safety performance ;

" Fquipped with energy-saving metal halide lamp/LED, the service life is long, the lamp
height is up to 9 meters, and the irradiation range is wide ;

s [he large tank ensures the continuous operation of the lamp car at least 20 hours.
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s Powerlink lighting tower have halogen lamps and LED lights two optional ;
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" Halogen lamps have the characteristics of small size, high brightness, light color, easy

installation, long life, etc ;

" | ED [amp has the advantages of safety, high efficiency of electro-optical conversion,

long life, low energy consumption, no radiation, etc ;
m Powerlink lighting car has portable, manual basic type, automatic lifting type, urban =

road version, mining version, mixed power supply version optional ;

s [he custom can choose the Australian standards, American standards, European

standards and other standards of power output outlet and traction rod.
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Power Systems

www.powerlinkworld.com

LIGHTING UP YOUR WORLD... e mailinfo.uk@powerlinkworld.com

NTOES:
PowerLink reserves the right to make change technical specifiction .colo. configuration
and accessories without prior notice.Please contact your sales before ordering.



Series

Model

MS Series

' MS2000-PAC

Type of light source

LED

Luminous flux (Max) LM

202600

Luminous flux (Max) LM

213125

Light source power (W)

4*500

Noise @7 mm

53dB(A)

Hoisting form of lamp pole

Hydraulic

Angle of rotation of lamppost

359°

Angle adjustment of light

Electric

Lighthouse level adjustment

Manual leg leveling

Full spread size (mm)

2400*1450*9000

Full spread size (mm)

2400*1450%*2280

Light source height(mm)

9000

Driving speed

80km/H

Bridge shock absorption

Rubber torsion shaft

Axle load bearing

32F

— MS2000-PDC

LED

202600

213125

4*500

53dB(A)

Hydraulic

399§

Electric

Manual leg leveling

2400*14507*9000

2400*1450*2280

9000

80km/H

Rubber torsion shaft

1.27

' MS2000-KDC

LED

202600

2131 25

4*500

53dB(A)

Hydraulic

359"

Electric

Manual leg leveling

2400*1450*9000

2400*1450*2280

9000

80km/H

Rubber torsion shaft

129

Lighting Tower Spectrum

— ALT6600A-SL

LED

141816

186484

4*350

62dB(A)

Hydraulic

3593

Electric

Manual leg leveling

3256*2957*9000

3256*1508*2300

9000

80km/H

Rubber torsion shaft
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LS Series
' ALT6600A-GL " ALT6600A-GHL

LED LED
141816 141816
186484 186484
4*350 4*350
62dB(A) 62dB(A)
Hydraulic Hydraulic

359° 359°
Electric Electric

Manual leg leveling

3256%2957*9000

3256*1508*2300

9000

40km/H

Leaf spring

1.5T

Hydraulic leg leveling

3256*2957*9000

3256*1508*2300

9000

40km/H

Leaf spring

1.57

' ALT6600A-GH

LED

336000

430000

4*1000

62dB(A)

Hydraulic

3597

Electric

Hydraulic leg leveling

3256*2957*9000

3256*1508*2300

9000

40km/H

Leaf spring
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LH Series
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— ALT5000A-GLS

LED

202600

213125

5*400

62dB(A)

Hydraulic

180°

Electric

Manual leg leveling

3232*2650%9000

3232*1478%2472

9000

40km/H

Leaf spring

— ALTS000M-EL

— ALT5000M-EH

LED

Halogen

70980

112000

135848

143500

2%35(0

4*400

70dB(A)

1.5T

Manual

359°

Manual

Manual

1651*1868*5000

1505*895%2218

5000

5km/H

N/A

260KG

70dB(A)

Manual

359°

Manual

Manual

1651*1868*5000

1505*895%2218

5000

5km/H

N/A

260KG

LE Series
— ALT6600M-EH ' ALT6600M-EL

Halogen LED
300000 141816
400000 186484
4*1000 4*350
67dB(A) 67dB(A)
Manual Hydraulic

359° o) i
Manual Manual

Manual leg leveling

4498*2967*9000

4498*1462*1939

95000

20km/H

Leaf spring

1T

Manual leg leveling

2800%2700*7000

2800%12007*2230

7000

20km/H

Leaf spring
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— ALT6600M-EL

LED

141816

186484

4*350

67dB(A)

Hydraulic

2597

Manual

Manual leg leveling

2800%2700*7000

2800%1200%2230

7000

20km/H

Leaf spring
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